Room Air-conditioning - Cassette Split
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	Specifications

	Model
	CHC181/CAH18
	CHC241/CAH24
	CHC361/CAH36
	CHC483/CAH48

	Power supply
	220V/1PH/50Hz
	220V/1PH/50Hz
	220V/1PH/50Hz
	380V/3PH/50Hz

	Performance

	Capacity - Cooling
	17000 BTU/h
	24000 BTU/h
	36000 BTU/h
	48000 BTU/h

	 
	5000W
	7000W
	10000W
	14000W

	Heating
	19000 BTU/h
	26000 BTU/h
	38000 BTU/h
	52000 BTU/h

	 
	5500W
	7700W
	11000W
	15000W

	Noise - Indoor
	<48 dB(A)
	<52 dB(A)
	<53 dB(A)
	<55 dB(A)

	Outdoor
	<56 dB(A)
	<60 dB(A)
	<63 dB(A)
	<65 dB(A)

	Air circulation of indoor unit
	800 m³/h
	1200 m³/h
	1400 m³/h
	1700 m³/h

	Suitable area
	22-34 m²
	30-50 m²
	50-75 m²
	70-100 m²

	Power

	Input Power - Cooling
	1920W
	2600W
	3800W
	5200W

	Heating
	1920W
	2600W
	3800W
	5200W

	Running Current - Cooling
	8.8 A
	12.3 A
	6.5 A
	8.9 A

	Heating
	8.8 A
	12.3 A
	6.5 A
	8.9 A

	Other

	Refrigerant - Name
	R22
	R22
	R22
	R22

	Tubing - Gas
	19mm
	19mm
	22mm
	22mm

	Liquid
	9.52mm
	9.52mm
	9.52mm
	9.52mm

	Max tubing length
	30m
	30m
	50m
	50m

	Max height
	15m
	15m
	20m
	20m

	Dimensions

	Indoor unit - Net
	570 x 570 x 225mm
	840 x 840 x 215mm
	840 x 840 x 215mm
	840 x 840 x 260mm

	Indoor unit - Net
	930 x 330 x 600mm
	930 x 330 x 730mm
	985 x 355 x 1030mm
	960 x 360 x 1300mm

	Weight

	Indoor unit - Net/Shipping
	23/25 kg
	30/32kg
	31/32kg
	45/47kg

	Outdoor unit - Net/Shipping
	51/55kg
	61/66kg
	95/100kg
	122/127kg


