  Room Air-conditioning - Digital Midwall Split
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	Specifications

	Model
	CA09 / EA09
	CA12 / EA12
	CA18 / EA18
	CA24 / EA24
	E32HI1 / WM32H

	Power supply
	1Ph - 220V - 50Hz

	Performance

	Capacity - Cooling
	9000 BTU/h
	12000 BTU/h
	18000 BTU/h
	24000 BTU/h
	32000 BTU/h

	 
	26350W
	3514W
	5271W
	7028W
	9370W

	Heating
	9383 BTU/h
	13000 BTU/h
	19790 BTU/h
	26300 BTU/h
	36000 BTU/h

	 
	2748W
	3807W
	5795W
	7701W
	10542W

	Noise - Indoor
	<38 dB(A)
	<41 dB(A)
	<46 dB(A)
	<49 dB(A)
	<49 dB(A)

	Outdoor
	<50 dB(A)
	<51 dB(A)
	<56 dB(A)
	<57 dB(A)
	<62 dB(A)

	Air circulation of indoor unit
	420 m³/h
	520 m³/h
	850 m³/h
	1000 m³/h
	1300 m³/h

	Suitable area
	12-20 m²
	14-22 m²
	26-36 m²
	35-47 m²
	48-62 m²

	Power

	Input Power - Cooling
	820W
	1170W
	2080W
	2700W
	3650W

	Heating
	860W
	1080W
	2050W
	2700W
	3750W

	Running Current - Cooling
	3.8 A
	5.3 A
	9.5 A
	12.5 A
	16.5 A

	Heating
	4.0 A
	4.9 A
	9.4 A
	12.5 A
	17.0 A

	Other

	Tubing - Gas
	9.52/ 3/8"
	9.52/ 3/8"
	12.7/ 1/2"
	15.88/ 5/8"
	9.52 / 3/8"

	Liquid
	6.35/ 1/4"
	6.35/ 1/4"
	6.35/ 1/4"
	9.52/ 3/8"
	19.05/ 3/4"

	Dimensions

	Indoor unit - Net
	745 × 250 × 210mm
	745 × 250 × 210mm
	1095 × 312 × 205mm
	1095 × 312 × 205mm
	1,240 x 230 x 330

	Outdoor unit - Net
	600 × 250 × 490mm
	760 × 260 × 540mm
	800 × 300 × 690mm
	800 × 300 × 690mm
	880 x 360 x 790mm

	Weight

	Indoor unit - Net
	9.5 kg
	9.5 kg
	15 kg
	15 kg
	19 kg

	Outdoor unit - Net
	25 5kg
	33 kg
	47 kg
	53 kg
	75 kg


