Room Air-conditioning - Luxline Midwall Split
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	Specifications

	Model
	E09HM1 / WM09H
	E12HM1 / WM12H
	E18HM1 / WM18H
	E24HM1 / WM24H
	

	Power supply
	1Ph / 220V / 50Hz 

	Performance

	Capacity - Cooling
	9000 BTU/h
	12000 BTU/h
	18000 BTU/h
	23500 BTU/h
	

	Heating
	10000 BTU/h
	13000 BTU/h
	19000 BTU/h
	25000 BTU/h
	

	Noise - Indoor
	28 / 33 / 38 dB(A)
	30 / 35 / 40 dB(A)
	35 / 39 / 43 dB(A)
	39 / 42 / 45 dB(A)
	

	Outdoor
	<53 dB(A)
	<55 dB(A)
	<56 dB(A)
	<58 dB(A)
	

	EER - Cooling
	9.8 BTU/W-h
	9.6 BTU/W-h
	9.2 BTU/W-h
	9.3 BTU/W-h
	

	Heating
	10.5 BTU/W-h
	10.2 BTU/W-h
	9.5 BTU/W-h
	9.4 BTU/W-h
	

	Power

	Input Power - Cooling
	950W
	1250W
	1980W
	2520W
	

	Heating
	980W
	1280W
	2050W
	2560W
	

	Running Current - Cooling
	4.3 A
	5.7 A
	9.0 A
	11.5 A
	

	Heating
	4.4 A
	5.8 A
	9.3 A
	11.6 A
	

	Other

	Tubing - Gas
	9.52
	12.7
	12.7
	15.88
	

	Dehumidifying capacity 
	1.0 kg/h
	1.3 kg/h
	2.0 kg/h
	2.5 kg/h
	

	Dimensions

	Indoor unit - Net
	275 x 790 x 200mm
	275 x 790 x 200mm
	275 x 930 x 200mm
	320 x 1,035 x 215mm
	

	Outdoor unit - Net
	560 x 710 x 265mm
	560 x 710 x 265mm
	620 x 860 x 330mm
	620 x 860 x 330mm
	

	Weight

	Indoor unit - Net
	8 kg
	10 kg
	12 kg
	16 kg
	

	Outdoor unit - Net
	30 kg
	32 kg
	42 kg
	46 kg
	


